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Order #25875 - Custom VK-1001 - General Infomation General Setup Instructions for Panel System
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Using Your Setup Instructio ns Colr Coded Cip r et Hand Close 0 gam

w/ assenbly number i| <——— Color Coded Clip Grasps Panel Pu?nulfgrzvs:ard
i w/ assenbly number '

The Eiro LT Hylids Seup Instructions are crea&td specifically foryour configuration. : 10 i top of pare Firmly And Lift
They ae laid outsequertially in leels, including exploded views,ral a logical sees of detailed steps \¢

to assemble tle main structure anccomponents. We encouraggou to study theingructions before

attempting to assemble your exhibit.

Black Clip
Each page reminds you to tighten the setscrews after disassembjiogr exhibit to prevent lossof the is batom of
locks and setsrews (see below in REDNis is VEY IMPORTANT. panel

'|F

Cleaning and Packing Your Display

1) Usecare when cleaning aluminum ésusion or acrylic insertdJse mly non-abrasiwe cleaers. Cut Away View Of . . .
2) When cleaning laminate inserts, countertopsr panels tse mild cleanses and a soft magrialsuch as Connector Slide dips Example of Connection Top View of Panels with Locks
cotton. Each compnent has 2 clig, Components connect together  Configurations ae assenbled The frst level of components contain pane
3) Keep all display compoents away from extree heatand long exposureto sunlight to avoid warping the lower clipis AIWAYS by aligning them and sliding from left to right, usually starting locks that ae locatedat the top of the
and fading. black. The togzlip is color downward connecting clips with #1 and following the panel for etra staility and seamless con
4) Reain all pa&ing material. Iwill make repacking much easierand will reduce the likelihood of coded w distinguish which together. numbered seguence. nection. When disasembling panels twist
shipping damage. level. Thecolor coded clip top connection slightly ad lift right panel
also containshe numbered upward.
label.

General Setup Instructions for Extrusion System

Detail A Detail B Detail C Detail D —_— DetailE
‘ . Setscrews
= —

Vertical Connection
(remowe onlytwo setscrews)

Most exhilits can be assembled Most horizontal extrusion connectins hawe a patanted expandable lock. Each extrusion contains a numbered  Remoze only () setscrew when disassembling. Attach ba® plate toround or ~ When \ertical extrusions are
with the supplied Hex KgTool.  This lock inserts into the groove of an opposing extrusion. Tightenthe labelwhich correspondswith setup Replace setscrewn extrusion after assembling it. square vertical extrusion using Packedin portable cases rather

Occasionally, lat head screw- lock with theHex K¢ Tool expals the lock and crates a strong positive instructions. Thelabel is located within  Before packing, replace setscrew imteusion to the bolt provided. Be careful not Lhrgﬂecrﬁ[?w?{ J\L:(Esérw;)é?g:(t:t?gr
driver may be required. connection. a grooe ofthe extrusion (when avoid losing it. to strip the threads. which then require asembly.

possible) With extrusion components

the labels contin Blacknumbers unless Remoze only (2 sescrews when

otherwise specified. disasembling. Rephce setscrew
in extrusion afte asembling it.
Before packingreplace setscrew
in extrusionto awid losing them

The Tool Typical Connection Typical Connection (cont'd) Numbered Label Horizontal Inline Connection (removeonly one setscrew) Base Plate Connection
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Order #25875 - Custom VK-1001 - Pedestal Assembly

, 866.652.2100
Setup Instructions:

A) Use standoff screws to secure the front panel with
door and back panel of the pedestal to the side panels.
B) After assembling front, back, and side panels,
slide floor into the bottom of the pedestal. The
floor will sit on pins on the inside of the side panels.
C) After floor is in place, use velcro attachments to
install shelf.

Monitor

Square Vertical e

Extrusion

Shelf with

MoniTor MouNT
Attach monitor mount to vertical
_ extrusions after assembly.
D) Attach 36” square vertical
Front Panel extrusion to the top of the
with Door oval counter top by
threading the provided
bolt through the underside
of the counter top. If not
already mounted, attach
the monitor mount to the vertical
extrusion, using the two (2) pre-
drilled holes in the extrusion to
attach the monitor mount.

t 1

Slde Mount into Groove  Tighten Attach top Plae
of \ertical Extrusion. Sescrew  and tighten scews
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Order #25875 - Custom VK-1001 - Pedestal Assembly (Cont'd)

866.652.2100
Setup Instructions (Cont'd):
E) Attach the oval counter
top and extrusion, to the
pedestal base.

F) Attach wings to vertical
extrusion by using A10
clamp connectors.

Wing Adachment When desred location is Tighten black phstic set screw

found, tighten set screw to secue Wing in place.

Slde A10Clamp irto groove to secue.

of squareextrusion.
Al10

Bleck Rastic
-—
l Setscrew
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