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Order #26649 - VK-1032 - General Information
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[ [
Using Your Setup Instructio ns BDESIGNS

TheVisionary [signs Setup Istructions arecreated speciftally or your Dotail A
configuration. They ardaid out sejuentially, includirg an expbded view of |
|'|

the entire display,andthen a logcal seies of detailed step to assenble the
main structureand components. Wencourage you to study theinstructions
before attempting to assenble your exhibit.

Each p@e reminds you to tidhten the setscrews aftedisassenbling your
exhibit to prevent loss of thdocks and sescrews (see elow in RED)
This is VEY IMPORTANT.

Cleaning and Packing Your Display

1) Use cee when cleaningaluminum extrusion or acrylic insertdJse ony
non-abraive cleaners.

2) Whenclearing laminate insertor countertops, us mild cleasersand a
soft méerial such as cotton. Most Visionary Designs exhits can be Most horizontal extrusion connetions hawe a patented expandable lockThs lock ingrts into

3) Keep albisplay componaits away fom extreme heat ard long exposire assembled \ith the supplied Hex<ey Dol. the grooveof an oppasing extrusion. Tightenig the lockwith the HexKey Tol expands thelock
to s_uh'ght to a_tvoid warping and fading. - | | Sgﬁgggpg&l-y, adt head screwdriver may and creates a strong positig cannection.

4) Retan all packing material It will makere-packing much easierand will
redice the likelihood of shippingdamage.

The Tool Typical Connection Typical Connection (cont'd)

Detail B Detail C Detail D — DetallE
Setscrews
—

|

!

Vertical Connection
(remove only o sdscrews)

Each atrusion contains a numbeed label which Remove only (1) setscrew when disassembling. Replace setscrewAtach ba® plateto round or square Whenvertical extrusions arepacted in
corresponds with setup instructions. extrusion afte assenbling it. Before pacig, replace setscrew in ~ verticalextrusion usingthe bolt provided.  portable cases rener than craes or
The labé is locatel within a groove of the extrusion extrusion to avoid losingt. Be caeful not to strip the threads. tubs, they mustbroken down into

(when possible). With Visionary Designs the labels smaller sections which the require
contain Back numbers unless otherwise specified. assembly.

Numbered Label Horizontal Inline Connection (remowve only onesetscrew) BasePlate Connection

Remo\e only (2)setsecews when
disassemblingReplae setscrews in
extrusion afer assemblingit. Befae
packing, replace stsaewsin extrusion

to avoid losing them.
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Order #26649 - VK-1032 - Backwall Assembly

866.652.2100
Description Steps:

Oval Base Plate 1) Attach lower vertical extrusions [2, 2A and 5] to oval base plates [1]. \
—

41.75"h Lower Square Vertical Extrusion 2) Attach upper vertical extrusions [3, 4 and 6] atop lower vertical extrusions [2, 2A and 5]
42’h Lower Square Vertical Extrusion 3) Connect horizontal extrusions [9A to 9B and 10A to 10B] together.
42"h Upper Square Vertical Extrusion w/ Canopy Attachment 4) Attach horizontal extrusions [7, 8, 9A/9B and 10A/10B] between vertical extrusions
42’h Upper Square Vertical Extrusion [2/3, 2A/4 and 5/6] as shown.
41.75"h Lower Round Vertical Extrusion 5) Apply graphics to assembled backwall, see Attaching Graphic details.
42’h Upper Round Vertical Extrusion w/ Canopy Attachment
28" Horizontal w/ Velcro attached to Top of member
28" Horizontal w/ Velcro attached to Bottom of member
9A/9B 1/1 26" Horizontal w/ Velcro attached to Top of member
10A/10B 1/1 26" Horizontal w/ Velcro attached to Bottom of member

Note: Attaching Graphics
Attach Backwall Graphics to Velcro by wrapping
the Graphic over the Top of the Upper Horizontals
and under the Bottom of the Lower Horizontals
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Order #26649 - VK-1032 - Pedestal Assembly

866.652.2100

Item Qty Description

11 38”h Round Vertical Extrusion

12 38”h 135° Corner Extrusion

13 38”h 135° Corner Extrusion w/ Door Hinges
14 12.5"w Horizontal Extrusion

15 Curved Horizontal Extrusion

16 34.418"h Vertical Extrusion w/ Door Stopper

Steps
1) Attach corner extrusions [12 and 13] to vertical extrusions [11] as shown below,
see Pressure Screw Attachment detail.
2) Attach lower horizontal extrusions [14 and 15] between vertical extrusions [2&11, 2A&11 and 12&13] as shown.
3) Attach vertical extrusion [16] to horizontal extrusion [15], leave loose, placing door and insert as shown,
then tighten vertical extrusion [16] in place.
4) Place remaining inserts where indicated.
5) Attach upper horizontal extrusions [14 and 15] between vertical extrusions [2&11, 2A&11 and 12&13] as shown.
6) Place counter atop assembled pedestal.

Pressure Semw Attachment

V10 Pressure Screw

(@

\

Note: V10 Detail
Slide V10 Connector in between
vertical extrusions [11&12 and 11&13].
Note:[11&12 and 11&13] should remain
assembled when shipping.

Doo Attachment

Slde Door into
Place atop Hinge
as shown. r

WHEN DISAEMBLING ALUMINUM EXTRUSION, TIGHTEN ALL
SETSCREWS AND LOCKS TO PREVENT LOSS DURING SHIPPING
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Order #26649 - VK-1032 - Canopy Assembly

866.652.2100

Item Qty. Description
18 37.74"w Horizontal Extrusion w/ Velcro attached to Back of member
19 37.74"w Horizontal Extrusion w/ Velcro attached to Back of member
20 5.862"w Vertical Extrusion w/ Velcro attached to Back of member
21 5.862"w Vertical Extrusion w/ Velcro attached to Back of member
22 38.5"w Curved Horizontal Extrusion w/ Velcro attached to Back of member
23 38.5"w Curved Horizontal Extrusion w/ Velcro attached to Back of member

Steps
1) Connect canopy pieces together using bolts and wing nuts provided, see Example of Canopy Connection detail.
2) Connect horizontal extrusions [18 to 19 and 22 to 23] together.
3) Attach assembled horizontal extrusion [18/19] to assembled canopy using bolts as shown.
4) Connect vertical extrusions [20 and 21] to left and right side
of assembled horizontal extrusion [18/19].
5) Attach assembled curved horizontal extrusion [22/23] atop vertical extrusions [20 and 21].

Exanple d Ganopy Connetion

Comecting
; ~Caropy Pieces
e = Together

Bols

Comect 3 piee Ganopy
together by using bolts and
wing nuts provided.

WHEN DISAEMBLING ALUMINUM EXTRUSION, TIGHTEN ALL
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Order #26649 - VK-1032 - Canopy and Wing Attachment

Steps

1) Attach canopy to assembled backwall as shown.

2) Attach 20D sintra sign using standoff barrels and caps.
3) Attach wings using A10 clamps as shown.

4) Attach literature racks as shown

Note: Attaching Graphics
Attach Header Graphic to Back of
assembled header frame.

Literature Rack Attachment

B By

Tighten Lock
to Sewre

Attach connector piee to rak . 20 D.

as shown.Then connect \Slntra Sign
assembled liteature \

rack to vertical extrusion.

When desied location is
found, tighten set screw | Tighten black plastic st scew
to secure. to secue Wing in place.

Wing Atachment

Slde A10Clamp into goove
of squae extrusion.

A10

| Bleck Rastic
l I Setscrew
—

WHEN DISAEMBLING ALUMINUM EXTRUSION, TIGHTEN ALL
SETSCREWS AND LOCKS TO PREVENT LOSS DURING SHIPPING
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Sign Attachment

| standoff
barrel

Slide stand off barrels
into groove of backwall
extrusion

Secure Sign to stand
off barrels using
standoff caps

Page 4 of 7



Order #26649 - VK-1032 - Kiosk Assembly

Description

18"D Round Base Plate

40”h Lower Round Vertical Extrusion
40”h Upper Round Vertical Extrusion
36"h Round Vertical Extrusion

Steps

1) Attach vertical extrusions [25 and 27] to base plate [24] as shown.

2) Attach upper vertical extrusion [26] atop vertical extrusion [25].

3) Attach tapered plex wing to front of vertical extrusion [27] using standoff caps
and 16”D round sintra sign to vertical extrusion [26].

3) Place and attach counter atop vertical extrusion [27].

Sign Attachment

1 stand off
barrel

Slide stand off barrels
into groove of vertical
extrusion

Secure Sign to stand
off barrels using
stand off caps

Standoff Barrels and Caps

WHEN DISAEMBLING ALUMINUM EXTRUSION, TIGHTEN ALL
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Order #26649 - VK-1032 - Case Packing 1

41.75"H Round Extrusion
Qty. : 1
Located in Case :

42"H Round Extrusion

Qty. : 1
Located in Case :

40”"H Round Extrusion
Qty. : 2
Located in Case :

38"H Round Extrusion

Qty. : 2
Located in Case :

36"H Round Extrusion

Qty. : 1
Located in Case :

41.75"H Square Extrusion

Qty. : 1
Located in Case :

42"H Square Extrusion
Qty. : 3
Located in Case :

www .classicexhibits.com

37.74”W Extrusion 26”"W Extrusion

Qty. : 2 Qty. : 2
Located in Case : Located in Case :

34.426"H Extrusion 12.5"W Extrusion
Qty. : 1 Qty. : 2
Located in Case : Located in Case :

28"W Extrusion 5.862"H Extrusion
Qty. : 2 Qty. : 2
Located in Case : Located in Case :

28.32"W Curved Extrusion
Qty. : 2
Located in Case :

40.5"W Curved Extrusion
Qty. : 2
Located in Case :

38"H 135° Corner Extrusion

Qty. : 2
Located in Case :

Shelf Support

Qty. : 4
Located in Case :

WHEN DISAEMBLING ALUMINUM EXTRUSION, TIGHTEN ALL
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Oval Base Plate

Qty. : 2
Located in Case :

Round Base Plate
Qty. : 1
Located in Case :

Additional Accessories:

Located in Case :

Located in Case :

Located in Case :
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Order #26649 - VK-1032 - Case Packing 2

Counter Top
Qty. : 1

Internal Shelf
Qty. : 1

Canopy Header 1
Qty. : 1

Located in Case :

Canopy Header 2
Qty. : 1

Located in Case :

Canopy Header 3
Qty. : 1

Located in Case :

Located in Case :

Located in Case :

Counter Top 19.438"W x 34.855"H
Qty. : 1 Laminated Insert

Located in Case : Qty. : 3

Located in Case :

Sintra Wing Sintra Wing Round Sintra Sign
Qty. : 4 Qty. : 1 Qty. : 2
Located in Case : Located in Case : Located in Case :

WHEN DISAEMBLING ALUMINUM EXTRUSION, TIGHTEN ALL
SETSCREWS AND LOCKS TO PREVENT LOSS DURING SHIPPING
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4.437"W x 34.855"H
Laminated Insert

Qty. : 3

Located in Case :

Locking Door
Qty. : 1

Located in Case :
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