










Step 6

Assemble work stations:

A)  Attach base to the extrusion
using wing nuts.  Make absolutely
sure that the wing nuts are very 
tight so the workstation is not
unstable.

B)  Attach work station counter 
top using thumb screws.  Make
sure that the thumbscrews are 
nice and tight so the counter 
top is not unstable.

C)  Each workstation should have
four (4) cables installed:
  -  monitor power
  -  monitor signal
  -  wireless mouse power
  -  laptop power

D)  Once all the cables are installed,
use the hardware provided to attach
the monitor.  Make sure that the 
workstation feels solid before you
mount the monitor.  Use zip ties to
fully secure monitor to the mount.

E)  Install the small shelf onto the 
workstation by sliding onto the extrusion.

Step 7

Reception Counter

A)  Attach metal bases to 
locks on bottom.

B)  Install laminated 
Sintra pieces, and small 
green acrylic piece as shown.

C)  Install counter top.

Step 8

Very carefully install the fabric graphics by attaching to the velcro
on the back side of the frame.  Stretch tight to make sure there are
no wrinkles.  Note:  The 10' x 10' setup uses only the two smaller
graphic panels on the left and right sides.  *See order next page.Page 2
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Step 9

Install header piece with letters
as shown.

Step 10

Assemble can lights to
wooden base pieces.  Place
one can light behind each 
graphic panel, and two
behind the middle graphic.
Aim each light to the center
of the graphic.

Step 11

Carefully install the green acrylic pieces making sure that
the film side is towards the back of the exhibit.

*Fabric Graphic Order (from left to right):

-  Compliant Medical Records
-  Secure Remote Access
-  Peace of Mind
-  More Personal Time
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